VALVE BOX ASSEMBLY
- SEE NOTE 2

2" COPPER TUBE: ONE
CONTINUOUS PIECE
OR SILVER SOLDERED

SECTIONS

SADDLE

2" CORPORATION STOP

2" BRASS
90° ELL
6o
2" SERVICE _ _ 2 . m—— 6" MIN.—— |=—
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ROUND OFF
CONC. AT TO\
CARSON BOX WITH 6" @ D.I. PIPE BOLLARD,

?](;;EOI\E)SL?';LPART FILLED WITH CONCRETE. =
i LOCATION MAY VARY -
SEE NOTE 4

2" GALVANIZED PIPE
2" GALV. UNION

2" TANK VENT
2" GALVANIZED WITH SCREEN 4
90° STREET ELL o GALV.
2" COMBINATION AIR\VACUUM PIPE
AND AIR RELEASE VALVE 2" GALV. cz

90° ELL

AN N NN RIS

1 2' MIN.

1
[ 1]

ALL AROUND

2" x 8" BRASS NIPPLE 3,000 PSI

0063° 90 9Ca000f

° : 2"IPTx IPT STRENGTH
CONCRETE PAD BRASS PIPE CONCRETE
DRAIN HOLES

12" MIN. PEA GRAVEL

IPT x IPT MUELLER 110

NOTES:

2" CORPORATION STOP (BALL VALVE)
IPT x IPT MUELLER 110

1. Valve size and type to be specified by the Design Engineer and approved by the City Engineer.

2. Valve box assembly is to be in accordance with Beaverton Standard Dwg 615 or as approved
by the City Engineer.

3. Paint bollard yellow.

4. Exact location of shutoff valve and bollard to be determined in the field by the City Engineer.

5. Galvanized pipe is permitted only on the outlet side of the combination valve.
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